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Specifications
Frequency Range  MI-3121: 0.01 to 20.0 GHz

 MI-3122: 2.0 to 20.0 GHz 

Max RF Power Output +17 dBm 

Frequency Switching Time 500 microseconds typical 

Output Accuracy ± 1.0 dB 

Frequency Resolution .001 Hz

Frequency Stability vs. Temperature 2 x 10-8/deg C 

Level Drift <0.04 dB/deg C 

Spectral Purity 
Harmonics

Non-harmonic
Sub-harmonics 

10MHz - 100MHz : -40dBc
0.1 - 20GHz : -50dBc
-40dBc
-30dBc (typical)

Remote Interface 10/100 BaseT Ethernet,
GPIB, USB, RS-232  

Output Impedance 50 Ohms 

RF Output Connector K Female

Operating Temperature 0-50 deg C

Environmental Compliant with MILPRF-28800F
Class 3

Dimensions 5.25”H x 17”W x 17.75”D
133mmH x 429mmW x 450mmD

Weight 44 lbs, 20 kg

Power Requirements 85-264 VAC, 47-440 Hz, 250VA max.

All products and their specifi cations subject to change without notice

 MI-3120 Family of
Synthesized Signal Sources   -  continued

OPTIONS
RHD - Removable Hard Drive available
E - Export Version
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